SOLUTION FOR
DISINFECTION
IN CASE OF

DIFFERENT
VIRUSES AND
BACTERIA

DISINFECTION DOOR/TUNNEL
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BASIC DV-021

Use Inside or outside

Fabric Inox (Stainless steel)

H 2238, W 1450, L 698

Weight Cca 250 kg

1/N/PE  220-230V 5oHz 10A 1kW
7 bar

Working temperature -10C ; +50C

Below 65 dB, it does not require noise protection

Capacity 5o liters - about 2.300 passes

No of sprayers

w

Security Total stop button, light signal for the liquid level in the tank,
adapted for wheelchair
Control unit PLC

Process duration 4 Sec

Certification

B
.

Manufacturing Year 2020, all components are made in EU



DISINFECTION
DOOR /Tunnel

DISINFECTION

DOOR DV 021 BASIC

Wheelchair accessible

Visual signalling

g sprayers

The price includes installation
at your company location

The price does not include
disinfectant
The price does not include
transport abroad and
custom service

Product warranty 1 years




WHERE DISINFECTION DOOR CAN BE USED

Shopping mall

Hotels

Transport stations

Business building
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Construction sites

Bank
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Sport hall
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Cultural center




STAY...

- Socially responsible
company

- A caring employer

- Active in preventing
the spread of
COVIDa1g and other
viruses and infections




Contact Information

Contact person: Mario Grbac, Globe Marine Services

Phone: +30 694 8158706

Email: office@globemarineservices.com
Web:




